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安裝在輪胎鋼圈上的TMPS發射器
�T�P�M�S� �S�e�n�s�o�r� �i�n�s�t�a�l�l�a�t�i�o�n� �i�l�l�u�s�t�r�a�t�i�o�n�.

智慧警示系統� 
�S�m�a�r�t� �w�a�r�n�i�n�g� �s�y�s�t�e�m

直覺式操作及安裝� 
�I�n�s�t�i�n�c�t� �o�p�e�r�a�t�i�o�n� �a�n�d� �s�e�t�u�p

專利結構設計
�P�a�t�e�n�t�e�d� �v�a�l�v�e� �d�e�s�i�g�n

接收資訊快速更新� 
�R�a�p�i�d� �i�n�f�o�r�m�a�t�i�o�n� �u�p�d�a�t�e

超省電設計
�L�o�w� �p�o�w�e�r� �c�o�n�s�u�m�p�t�i�o�n

優化數位訊號收訊佳� 
�H�i�g�h� �q�u�a�l�i�t�y� �d�i�g�i�t�a�l� �s�i�g�n�a�l

全功能畫面顯示
�S�a�f�e� �d�r�i�v�i�n�g� �i�n�t�e�r�f�a�c�e



Application 可應用範圍

汽車導航系統�(�G�P�S� �N�a�v�i�g�a�t�i�o�n�)

行車記錄器�(�E�D�R�,� �E�v�e�n�t� �D�a�t�a� �R�e�c�o�r�d�e�r�)

後照鏡�(�R�e�a�r� �V�i�e�w� �M�i�r�r�o�r�)

抬頭顯示器�(�H�U�B�,� �H�e�a�d� �U�p� �D�i�s�p�l�a�y�)

手機�A�P�P�(藍芽，選配�)�M�o�b�i�l�e� �P�h�o�n�e� �A�P�P�(�o�p�t�i�o�n�a�l�:�b�l�u�e�t�o�o�t�h� �m�o�d�u�l�e�)

數位雙向車隊管理�D�i�g�i�t�a�l� �D�u�p�l�e�x� �F�M�S� �(�W�i�-�F�i�)�(�F�l�e�e�t� �M�a�n�a�g�e�m�e�n�t� �S�y�s�t�e�m�,� �W�i�-�F�i�,� �o�p�t�i�o�n�a�l�)

車載自動診斷系統�(�O�B�D� �I�I�:� �O�n� �B�o�a�r�d� �D�i�a�g�n�o�s�t�i�c�s� �I�I�)

客製化合作解決方案OEM/ODM
原廠替代零件

藍芽接收模組�+�A�P�P軟體

OE Replacement Sensor/Universal Programmable Sensor

Bluetooth Receiver Module & IOS/Android App

Designed & Made in Taiwan

Be Safe, Drive Smart with Hi-Cam TPMS.

群海光電是您行車安全的最佳選擇

發射器規格表

儲存溫度

工作溫度

工作濕度

工作頻率

胎壓監測範圍

胎壓讀取誤差值

胎溫讀取誤差值

重　　量

Storage Temperature 

Operating Temperature

Operating Humidity

Frequency Range

Pressure Range

Pressure Reading Tolerance

Temperature Reading Tolerance

Weight

pecification of SensorS

接收器規格表

2.8” Color LCD

IN DC 9V-30V / OUT DC 5V

<250mA

-30℃ to +80℃

-25℃ to +75℃

90.5mm*64mm*15.3mm

77g

1.8” Color LCD

IN DC 9V-30V / OUT DC 5V

<200mA

-30℃ to +80℃

-25℃ to +75℃

60mm*50mm*11mm

TBD

螢　　幕

工作電壓

工作電流

儲存溫度

工作溫度

尺　　寸

重　　量

pecification of ReceiverS
盲塞式 OLED

DC 9V ~ 30V

<200mA

-30℃ to +80℃

-25℃ to +75℃

23mm*30mm*35mm

TBD

OEM/ODM Service Provided

�T�P�M�S三輸出接收器 資訊可透過USB/RS-232/Video 傳輸

�U�S�B�/�R�S�2�3�2�/�V�i�d�e�o� �O�u�t�p�u�t� �R�e�c�i�e�v�e�r �O�u�t�p�u�t� �i�n�f�o�r�m�a�t�i�o�n� �w�i�t�h� �U�S�B�/�R�S�-�2�3�2�/�V�i�d�e�o

-40℃  to 125℃

-40℃  to 125℃

95% Maximum

315MHz/433MHz

0~130psi(900kPa)

±1psi  

±4℃

46.5g 重量含氣嘴(氣嘴重量16.5g)
valve included (valve weight 16.5g)

Display

Operating Voltage

Operating Current

Storage Temperature

Operating Temperature

Dimension

Weight


